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Reassembly

① Oil Return Pipe Gasket A
② Oil Return Pipe Gasket B

Oil Return Pipe Bolt Washer Gasket③
<EVO 4-6: Please use Gasket B>

<EVO 7 onwards: Please use Gasket A>

Torque Tension Settings. ][
A 9.0 N/m (0.9 kgf/m)①
B 14.0 N/m (1.4 kgf/m)

A C 9.0 N/m (0.9 kgf/m)
D 26.0 N/m (2.6 kgf/m)

<For the bolt with washer >←凸 ② B
9.0 Nm (0.9 kgf/m)③ E

<For the Flange Bolt>
10.0 N/m (1.0 kgf/m)

C D
E

※M6×6mm (Note Size)C

1. Installation of the oil pan.

(1) Please ensure that there is no abnormal bends in the oil pan.
If you do find any signs of bend(s), then have it fixed before fitment.

(2) You can use liquid gasket (like silicon) for the oil pans flange for
adequate sealing.
（Cover all contact areas with about 4mm thick of sealant）

(3) Fit the Oil Panto the cylinder block.
Groove Bolt Hole

《Torque Settings》
9.0N/m (0.9kgf/m)

2. Now fit the other parts that were removed from the beginning.
( Please refer to the torque settings as listed above ).

Please be careful when fitting the Oil Return Pipe Gasket B.
(The elevated grove is to be facing the oil pan side).

3. Connect the car batterys negative terminal.

4. Double check that there is adequate engine oil in the engine and that it is circulating properly.

5. After starting the engine, perform a safety check for any oil & fluid leaks.

Do a safety check on the oil pan for any signs of leakage to be sure that the liquid/silicon sealant
is providing a perfect seal.
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●この製品に関わる取り付け、操作上のご相談は上記へお願いします。

営業部 ０４２－７９５－８４１１
営業時間：月～金（祝祭日、年末年始を除く）９：００～１８：００

If you have any questions in regards to the installation of this product,
please contact your local authorised Tomei Powered distributor.

OPEN: Monday - Friday (National holidays and public holidays excluded). 09:00 - 18:00

〒194-0004 東京都町田市鶴間１７３７－３
TEL ０４２－７９５－８４１１（代）
FAX ０４２－７９９－７８５１

http://www.tomei-p.co.jp

1737-3 Tsuruma Machida-shi Tokyo 194-0004,JAPAN
Tel: +81-42-795-8411(main switchboard) /Fax: +81-42-799-7851

スライシングバッフル取扱説明書 08年3月 M19K421


